Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Note: The terms “view” and “window” are used interchangeably in Visual Sample Plan
and in the instructions below.

Goal: To select the .dxf map file that you want to open.

To make your screen look like Figure 1 below:

e From Start—>Programs—Visual Sample Plan, open Visual Sample Plan.
e Click the General (all inclusive) VSP option in the Select VSP Version
popup menu.
e Click the Close button at the bottom of the VSP Advisor help box.
e To load a drawing in the DXF file format, either:
e From the main menu select Map.
e Click Load DXEF..., and then highlight Millsite.dxf.

Or
] =5 . .
e Click the Load Map icon | Elilﬂlﬂ, and then highlight Millsite.dxf.
______________ A
. Visual Sample Plan - [VSampl1] == x|
@ Fle Map Edt Sampling Goals Tools Optons  View  Window Help =

B [aicyces ~| [aises  ~| |
Dl=leala| |+||a 5| Femme 77w o e ooliel|
Welcome to Visual Sample Plan

Here are afew simple instruction to get you started with using VSP:
Click on the underlined blue links ta find detailed information

How Do | Draw a Map? Load DXF File 2l
How Do | Import a Map? Loak in: Ia\f’lsua\Samp\e Flan j = F cf B
(B ase dxf

How Do | Create a Sample Plans

[#Beach.dxf
Can | see Example Desian Files Football‘dxf

Can | See Graphs and Detailed
What is the Fastest Way to Lear

Where Can | Get Help on Sampl

Are There Any Tutorials Availab
File name:. IMlelte chef

Where Can | Find On-Line Help:
Files of type: IDXF Files LI Cancel

™ Open as read-only

For Help, press F1 [wiatch here for user input [X=0,00 v=0.00 [

start| | VEEHEGE# @ || @ B B ] san &0y r%%dﬂuoﬂgﬂkﬁ 3553 PM

Figure 1. Dialog box for opening a DXF File
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Goal: To open the selected .dxf map file and prepare to select a specific area within
the map.

To make your screen look like Figure 2 below:

o With Millsite.dxf highlighted, click the Open button.

e Your Millsite map graphic will not fill the entire map window. To enlarge the map,
select View—Zoom In from the main menu. Notice that the cursor now looks like
a magnifying glass and the icon that looks like a magnifying glass with the plus sign

is now selected. This is the Zoom In icon _. Place the cursor on the oval
(tailings pile) and click six or seven times to enlarge the map. Use the horizontal and
vertical scroll bars to position your map like the one in Figure 2. Deselect Zoom In
by clicking on the Zoom In icon. (Click the Zoom Out icon _I if you need to
shrink the map and then deselect it to return cursor to normal arrow.)

e From the main menu select Edit—>Sample Areas—Define New Area,

D| | @ e =[] 4

A
e A Color dialog box will open. The color yellow is selected by default; click OK.
e The cursor has changed to a crosshair and a yellow box of instructions appears.

e Or simply click the New Area icon

#:Visual Sample Plan - [VSampl 1]
DF\\e Map Edit Sampling Goals Tools Cptons  View Window Help =

1
D[3]|El& [Eoele|d o FlEmEEE 210w i el lclor 6]

f/

fou can select the sample area by one of the folowing methods:
1) Right-click the mouse on the map.
This wil create a sample area in one step using the nearest shape on the map.
2) Left=click the mouse on each vertex of the sample area.
(If you hold the shift key while clicking it wil select the nearest point on the map.)
Choose Finish Area from the menu or toobar after selecting all the vertices
(Right-clicking the mouse wil also finish the area)

Kl |

For Help, press F1 [Watch here for user input X=2265156.84 Y=10285998 4.|

[ scEEeEss @O dsriEes SrRts caRE & v

Figure 2. Tool tip for selecting a sample area
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Goal: To finish selecting a specific area within the map.

To make your screen look like Figure 3 below:

e Move the crosshair to the upper part of the oval shape near the top edge (away from
the river) and right click with the mouse.

e A Select area units dialog box will open. Use the default area unit of Feet”2
and click OK.

e The oval should be filled in with the color yellow.

“E:visual Sample Plan - [VSampl1]
B Fle Map Edt Samping Goals Tools Options View Window Help =

inA = |
2 vl»*;x@lj | FlemEEE el isl @ el Yoool

L] | JJ

R s e ifatch Fere for User npLt [R=2265530 54 Y=1008585.0] | |

gstart| B @O MEGE® Y || @M E 2 4 &0 2% B E [$SEd 500S% % @ nom

Figure 3. A sample area after it has been selected

NOTE: If you accidentally select the river or some other area instead of the oval, click
on the Remove Areas icon and start over. It is the 7" icon from the left on the VSP
toolbar.

D| [ & x| 4

A
Remove Areas icon
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Goal: Create a sampling design to compare an average to an Action Level, data

assumed normally distributed.

To make your screen look like Figure 4 below:

From the main menu, select Sampling Goals—>Compare Average to
Fixed Threshold—Can assume data will be normally
distributed—Simple random sampling ...

A True Mean vs. Action Level dialog box will appear. Enter the following
values under the tab One-Sample t-Test:

Null Hypothesis True Mean >= Action Level

False Rejection Rate (Alpha) 1.0%

False Acceptance Rate (Beta) 1.0%

Width of Gray Region2Action Level 10
Estimated Standard Deviation 3

Click Apply. Note the bottom line in the dialog box: Minimum Samples in
Survey Unit: 52
e To make all sample points visible, move dialog box by placing mouse cursor in blue
title bar, holding left mouse button down, and dragging box away from sample area.
e Note that the specific sample points on your map are likely to be in different

locations. This is due to differences in the random locations for placing sampling
points. If you click Apply repeatedly, you will see different random patterns of

sampling locations.

Comment all screen captures need to be redone to show current view which uses Width

of Gray Region

Sample Plan - [VSampl2

=[] -1 -1

.

Dl=l=| S| e |4 - | FiomimE @19 a2 oloisgl
A -
‘ N |
For Halp. highlight an lem and prasa F1
Choos
= Trut Mean »= Achon Level [Assume Site v Dity)
 Tiue Mean <= Achan Level (Assume Sie i Cloan)
“vou hera chosen s a basikni 4o sssamie the it @5 *Diry® -
e Falsa Rajackon Rata (Alpha) 10 £
= Falsa Acceptance Fats (Bata) 0 %
- ? Lenwinr Bound of Gra Rsgion (] Daha=2 |
- __,_‘/’:—..I Action Lavel T |I |
II.'l Estimntad Standard Deniation ] ,-'I || |
f yo |
! /
ool| -4 |
Wi Number of Samples i Sunvey Lt 52 IJ‘:_:] :.._*
I Use Historical [
I
T Close | | Apply Holp |
| a

For Help, press F1

Bswn| AECEHEGED®D

Wiatch here for user mput X=2267410055 Y= 10285567 6.

@O A Er B Bl S AY 5205%@ @ nom

Page 4 of 25



Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Figure 4. Dialog box for One-Sample t-Test
Goal: To simultaneously see the map view, the graph view, the report view and the
coordinates view of the sampling design.

To make your screen look like Figure S below:

e Click the Close button to close the True Mean vs. Action Level dialog box.

e From the main menu, select Window—Quad Window.

e If necessary, use the horizontal and vertical scroll bars to move the yellow sampling
area into the center of the visible map.

“i:visual Sample Plan - VSampl2
Fle Map Edit Sampling Goals Tocls Options  View Window Help

|
Bl [acees <] [ases ]|

DislElRa] o=l | FEmEE ol mimm el ol

Avsampl2:1 [ o] ]|l
- .

1-Sample t-Test of True Mean vs. Action Level
n=52, alpha: 3 hela=1%i A

=AL.

Probability of deciding true mean >

\&

R,

4 45 5 45 6 63 7 74 0§ &5 3 95 10 I 1M 413 Az 123 13
True Mean

Summary X Coord Y Coord Label Value Type Hisi
This report summarizes the sampling design used, associated statistical —
assumptions, as well as general guidelines for conducting post-sampling data 2265224.74  10285959.07 0 Random Fals
analysis. Sampling plan components presented here include how many 2265313.41 10285509.37 0 Random Fals
sarnpling locations to choose and where within the sampling area to collect those 2265316.37  10285438.61 0 Random
samples. The type of medium to sample (i.e., soil, groundwater, etc.) and how to 'J')r.:')nl.uq 1n':lnl:nl:n.r.n 0 Dan

For Help, press F1 lWatch here for user input [¥=4.49 Y=0.00

sin| | 3 ETHHOE S | GO A A @BV BN [SEEBE HROSRB B o
Figure 5. Example of the Quad Window

e If you choose, each window can be resized for better visibility. For example, place
your cursor between the map window and the report window on the left side of the
screen. The normal arrow cursor will change to a vertical double-headed arrow that
can be used to change the size of a window. Please note that on slower PCs changing
the size of the report window can take a few moments while the report is being
updated.
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Goal: To see how the probability of deciding that the site mean is above the
action level changes as a function of the true mean of the site.

To make your screen look like Figure 6 below:

e From the Quad Window in Figure 5, enlarge the graph in the upper right hand
corner until it covers the full screen (Click the Maximize button in the top right
corner of the Graph View, i.e., a small square.)

1 Wisual Sample Plan - [VSampl2:2 ]

B Fe Map Edt Samping Gods Tock Options View Window Help _1= %]
Bl [~ [arses -]
[ = T . e Y R o1 5 S
1-Sample t-Test of True Mean vs. Action Level
4 n=52, alpha=1%, beta=1%, std.dev.=3
< S
u 0.9-
oo
gos
w -
Eor
@ T
3
£ 06+ J
o
E 0.5+ s
o
S 04— .-f
S e
= 03
Eu.z— J
- _,-f'
T 0.1
o _
| = |
T AL A L L B L Loy A AL AL AL LAALAR) WA ALY AL ALY M LML LAY WAL
4 45 5 55 6 65 7 75 8 85 9 95 10 105 11 115 12 125 13
True Mean jinteractive Graph - Move the Lines)
For Help, press Fi Watch here for Uger input =593 =049

Rstart| | W BEEEGES D || G B A 4 @G f[§v B SEREJIPUIRBDE 1039
Figure 6. Example of the Graph View

The Graph View provides an interactive way to change the alpha error rate, beta error
rate, the width of the gray region, etc. The dashed blue line near the top of the graph
allows you to interactively change the alpha error rate. Similarly, the dashed blue line
near the bottom of the graph allows you to change the beta error rate. The green vertical
line allows you to change the estimated value of the standard deviation. Finally, dragging
the left side of the gray region left or right changes its value.

Drag the lines representing these values and observe the changing results in the graph
subtitle. For example, drag the top dashed blue line down so that the alpha error rate is
reported as 5% in the subtitle. Now drag the bottom dashed blue line up so that the beta
error rate is reported as 10%. Finally, drag the green line to the left until the std. dev.

equals 4. Note the change in sample size from the original value of 52. (These interactive
changes made on the graph do not change the values you entered in an open dialog box. However, if you
close the dialog box and reopen it, the values from the graph will be the new defaults.)

Page 6 of 25



Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Goal: Create a sampling design to compare an average to an Action Level, data not

assumed normally distributed.

To make your screen look like Figure 7 below:

From the main menu select View—Map.

From the main menu, select Sampling Goals—>Compare Average to Fixed
Threshold—Data not required to be normally distributed—Simple
random sampling (Wilcoxon signed ranks test) ...

A True Mean or Median vs. Action Level dialog box will appear. Be sure that
it contains the following values under the Wilcoxon Signed Rank Test tab:

Null Hypothesis True Mean or Median >= Action Level
False Rejection Rate (Alpha) 1.0%

False Acceptance Rate (Beta) 1.0%

Width of Gray Region 2

Action Level 10

Estimated Standard Deviation 3

If you click Apply repeatedly, you will see different random patterns of sampling
locations.

Note the bottom line in the dialog box: Minimum Number of Samples in
Survey Unit: 60. A parametric sampling design (e.g., the one-sample -test)
generally requires fewer samples than a nonparametric design (e.g., the Wilcoxon
Signed Ranks test) to meet the same error tolerance rates, but a parametric design
requires that we assume the sampling distribution of means (or the actual data
distribution) is approximately normal.

EPA recommends using decision error rates of 1% as a starting point (EPA 2000a,
p. 6-11). However, the DQO guidance acknowledges that “potential impacts on
cost” may provide a rationale for relaxing these rates (EPA 2000a, p. 6-11).

Make the following changes to the error rates and note the reduction in sample
size:

False Rejection Rate (Alpha) 5.0%

False Acceptance Rate (Beta) 10.0%

Click Apply. The new sample size should now be: 24. Whether this new
sample size is justified depends on the consequences of decision errors and the
relative costs of unnecessary cleanup vs. sampling costs.
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Visual Sample Plan - [Vsampl1] =] x]
B Fle Map Edt Sampling Gods Tooks Options  View  Window  Help =

{EJ [acmes ] [aises | |
Dislglmial 1 xlal | slmEE ¢ls i @ el yoiohol

True Mean or Median vs. Action Level & [ %] !J

‘Wilcoxon Signed Rank Test |Costs |

ForHelp, highlight an iterm and press F1
Choose!
& True Mean ar Madian >= Action Level (Assume Site is Dirty)

 True Mean ar Median <= Action Level (Assume Site is Clean)
“You have chosen as a baseline to assume the site is "Dirty"

Ealse Rejection Rate (Alpha): I‘H]— %

False Acceptance Bate (Beta): I‘H]— %

Lower Bound of Gray Redian: IB— Delta=2

Action Lewvel IWD_.
|3—

Estimated Standard Dewviation

MQo
Minirmurn Nurmber of Samples in Survey Unit: 60

™ Use Histarical

Close Canece| | - Apply I Help |

1] | _’ld

For Help, press F1 \Watch here for user input [X=2266585.03 Y=10284562.1:] |

ghstart| | D BEEEG B W || @B 4] =2 @2 [SEET Ho0S% seHE T

Figure 7. Wilcoxon Signed Rank Test dialog box and simple random sampling design

e Close the dialog box.
e From the main menu select Window—Quad Window.
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Goal: Create a sampling design suitable for a Wilcoxon Signed Rank Test using
systematic grid sampling.

To make your screen look like Figure 8 below:

e From the main menu select Sampling Goals—Compare Average to Fixed
Threshold—Data not required to be normally distributed—
Systematic grid sampling (Wilcoxon signed ranks test) ...

e A True Mean or Median vs. Action Level dialog box will open. Verify that

the last input values used in the previous example are the new defaults. If not, input

the last input values noting that the alpha error = 5% and the beta error = 10%.

Select the Grid tab.

Select Triangular as the Grid Type.

Check Random Start, if not already checked.

Click Apply.

Now position the dialog box so that the yellow sampling area is visible.

A similar number of sampling locations are mapped as in Figure 7, but in a random-

start grid pattern rather than a simple random pattern.

- Misual Sample Plan - _I_I- 5’1‘
File Map Edit Sampling Goals Tools Options  View Window Help

Bl [arcdes ~| [arses v||
DiEEEE s el4 - FERmmEE el el =l el oo

RET il
= Wilcoxon Signed Rank (One-Sample) Test

n=24, alpha=5%, heta=10%, stil.dev.=3

T T

2: True Mean or Median vs. Action Level x|

‘Wilcoxon Signed Rank Test  Grid |Cus\5 |

Grid Type

€ Square [%
& Trianguiar
€ Rectangular

¥ Random Start

15 12 125 1

24 Samples

Mote: The number of samples placed on the map may differ ;Iglil
S i pling | i for paring a mean with depending on the start paint of the grid and shape of the o
threshold (nonparametric) samnple area.

Summary t
This report surmarizes the sampling design used, associated ¢ B
assumptions, as well as general guidelines for conducting post- matic F
analysis. Sarpling plan cormponents presented here include he matic F
sampling locations to choose and where within the sampling are matic F
samples. The type of medium to sample (e, soil, groundwatet I |

For Help, press F1 Close I Cancel | Apply | Help | 7,7’7
istart| | & & @EFE | E.] @] A= 20 [y, @ [ SSEEHCO02%38 5

Figure 8. Example of random-start systematic grid and Wilcoxon Signed Rank Test
dialog box

Page 9 of 25



Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Goal: To learn how to change sampling costs for the Wilcoxon Signed Rank
systematic grid sampling design above.

To make your screen look like Figure 9 below:

e Within the True Mean or Median vs. Action Level dialog box, select the
Costs tab.

e Check that the following values are entered:
e Fixed Planning and Validation Cost $3000.00
e Field Collection Cost per Sample $50.00
e Measurement Cost per Analysis $500.00

e Click Apply.

e The bottom-most line in the dialog box says Total Cost for 24 Samples:
$16200.00.

i W [ofx]
Wilcoxon Signed Rank (One-Sample) Test

n=24, alpha=5%, beta=10%, std.dev.=3

““True Mean or Median vs. Action Level

Wilcoxon Signed Rakaest! Grid  Costs i

I Total Area to Sample l 509780 ;’1—-2.-‘"? :J
= N Sampling Costs |
‘ | Fixed Planning and “alidation Cost: § 3000.00 %
/ : Field Callection Cost per Sample: % l_——ﬁﬂ_ﬂ |
_‘_-_.._ L :: l Analytical Cost per Analysis: § r‘_‘-—‘g“ﬂmﬂuaﬁ

| Total Costfor 24 Samples: $16200.00 |

]

|h’r9shu|d [nunplarar:le"ic)

Summary

This report summarizes the sampling design used, associated statistical
assumptions, as well as general guidelines for conducting post-sampling data
analysis. Sampling plan components presented here include how many
sarnpling locations to choose and where within the sampling area to collact thos
samples. The type of medium to sample (i.e., soil, groundwater, etc.) and how t

For Help, press Fi

#start|| 3 & OESH || |0 ]dm|®o [@v.. & GERIOo0ILEDE e

Figure 9. General tab for Wilcoxon Signed Rank Test with example costs

Page 10 of 25



Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Goal: To learn how to export the coordinates of a sampling design to a .txt file.

e Close the True Mean or Median vs. Action Level dialog box.

e Enlarge the coordinates view, the lower-right window with X, Y locations, to fill the
screen by clicking on its Maximize button or double clicking in its title bar.

e From the main menu select Map—>Sample Points, and then highlight the
Export... option.

¢ Click on the Export... option.

e At this point, your screen should look like Figure 10.

e A dialog box entitled Save Sample Coordinates to a File allows you to save
the sample coordinates to a text file of your choice. These coordinates can be used in
the field to determine the sampling locations.

e Press Cancel to close the dialog box.

[ =11

Disl=alE] -

Area 1

X Coord ¥ Coord Label Value Type Historical

2264905.88 10285964.46 0 Systematic False

2265062.43  10285964.46 R e e e LAl [ 7]x]

2265219.10  10285964.46
226537571 1028506446 | Sevein [S3VisualSampls Flan
226553233 10205964.46
226482758  10285028.84
226498419 10285828.84
226514080  10285828.54 [
2265297.41  10285828.84
2265454.02  10285828.84
226561063 10285828.84
2264749.27  10285693.21
226490588  10285693.21

x| « Bk Er

226506249 1028569321 .
Fils _T:'--‘ =

226521910 1028569321

226537571 1026569321  saueasype [morries = o

2265532.33  10285693.21

2265688.94 10285693.21 0 Systematic False
2264827.58  10285557.58 0 Systematic False
2264984.19  10285557.58 0 Systematic False
2265140.80 10285557.58 0 Systematic False
2265297.41 10285557.58 0 Systematic False
2265454.02  10285557.58 0 Systematic False
2265610.63 10285557.58 0 Systematic False
2265219.10 10285421.95 0 Systematic False
For Help, press F1 Watch here for user input X=4.71 ¥=0.00 |

pRstart| | = & @E$E | B ]B0] 4B By @ | [EEET 00EL 398 :2;48 p‘M

Figure 10. Coordinates view and Map—Sample Points—Export option
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Goal: To open a new project, to draw a rectangle with specific dimensions, and then
to create a sampling design suitable for a one sample t-test.

e Close the current project using File—Close Project. Respond No to the query
Save changes to Vsampl1?
e From the main menu, select File—New Project,

0=

e Or click the New icon,

e Click the Maximize button (or double click title bar) to maximize initial window.
e Draw a one-acre field with overall dimensions of 165 feet x 264 feet = 43,560 square
feet = 1 acre by doing the following:

e Visual Sample Plan plots geometrical figures in an X-Y coordinate frame. For
your one-acre field, it will be convenient to frame the field in your screen by
changing the area portrayed on the screen. You can do this by setting the map
extents for the figure you are about to draw. From the main menu select
Map—-Set Map Extents. A Map Extents dialog box will appear.

e Using the dialog box, set map extents as follows:

Minimum X: =100 Minimum Y: =100
Maximum X: 300 Maximum Y: 200

Use default Units: Feet
Click OK. The dialog box now says Sample Plan Phase 1.

e From the main menu select Map—Draw Rectangle.
e Note that the status bar at the bottom of the screen says Enter corner point:
X,Y.

For Help, press F1 \Enter comer pont; X,Y \X=253.33 Y=185.00

A
e Using the keyboard, type in the coordinates of one corner of the one-acre field.
Type (be sure to use a comma between the numbers):
0,0 <Enter>
e The message on the status bar will change to “Enter other corner: X, Y”.
Now type:
264, 165 <Enter>
The one-acre field will appear in the color yellow.
e From the main menu select View—Zoom Qut. Notice the cursor has changed
to a magnifying glass Q, and the icon that looks like a magnifying glass with a

minus sign in it is selected. The Zoom QOut icon A is in the center.
e Shrink the one-acre field by clicking on the map three or four times.
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e Deselect the Zoom Qut icon by clicking on it.

e Now add a title: from the main menu select Edit>Titles—>Text...; type in the
title One Acre Field; click OK.

e From the main menu, select Sampling Goals—-Compare Average to
Fixed Threshold Data not required to be normally
distributed—>Systematic grid sampling (Wilcoxon signed ranks
test) ...

e A True Mean vs. Action Level dialog box will appear. Be sure that it
contains the following values:

e Null Hypothesis True Mean >= Action Level

e False Rejection Rate (Alpha) 5.0%

e False Acceptance Rate (Beta) 20.0%

e  Width of Gray Region 1

e Action Level 10

o Estimated Standard Deviation 3

e Click Apply.

Note the bottom line in the dialog box in Figure 11: Minimum Number of Samples
in Survey Unit: 67.

dit Sar
= =l 7l
@] ol (vl o BEMEEE ¢ ettt Sl
One Acre Field < =True Mean or Median vs, Action Level

Phase 1

..........

oooooooooo

oooooooooo

..........

..........

oooooooooo

oooooooooo

Wyilcoxon Signed Rank Test S Grid ] Costs i

For Help, highlight an item and press F1
Choose:
& True Mean or Malsan >= Action Leval (Assume Site is Dirty)
€ True Mean ar Median <= Action Level (Assume Site is Clean)
*rou hawve chosen as a baseline to assume the site is "Dirty"

False Rejection Rate (Alpha): ;5[|———_ 2

False Acceptance Rate (Beta): iz_uu——‘— 2%
Lower Bound of Gray Region: ig——_— Delta=1
Action Level: FD_“_MM
Estimated Standard Deviation ﬁ-—‘-m

ulale]
Minirmurm Nurnber of Samples in Survey Unit 67
Close Sance] i ! Apply ‘ Help

For Help, press F1

jERstart| | 2 & B W M @ [ #

X=475.00 Y=-321.15

—

| Bl ] ] 8 | e | [, WEBL GROLS @ i

Figure 11. Minimum Number of Samples in Survey Unit: 67
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Goal: To see the impact of altering the width of the gray region.

To make your screen look like Figure 12 below:

e Change the Width of Gray Region from 1 to 2?. Note that Delta, the width of
the gray region, has increased from 1 to 2 units.

e Click Apply.

e Note Minimum Number of Samples in Survey Unit: 18.

BT TP B R [t PN e B il
rue Mean or Median vs. Action Level —

4| ©| FlEimkE
One Acre Field

Phase 1 Wilcoxan Signed Fank Test | Grid | Costs |
- T .+ -
e + 2 e s o+ o+ o+ For Help, highlight an item and press F1
Choose:
* A * & True Mean or Median >= Action Level (Assurme Site is Dirty)
AU A A A S A € True Mean or Median <= Action Level (Assume Site is Clean)
P S S T T T S *ou have chosen as a baseline to assume the site is "Dirty"
v M * Falze Rejection Rate (&lpha); 5.0 o2
+ + +
False Acceptance Rate (Beta) 200 24
Lower Bound of Gray Region: 8 T Delta=2
Action Level: 10
Estimated Standard Deviation: K
ele]
Minimum Number of Samples in Survey Unit, 18

Close i Cancel Apply Help

e e

For Help, press F1 [X=498.08 Y=-326.92

glhstart| 2 @0 W E G E # @ Mmmmﬁ@jﬂﬁ—v f%ﬁ%m&gﬁg%&»@ 3155 PM

Figure 12. Dialog box with larger gray region
The dramatic decrease in sample size from 67 in the previous example to 18 in this
example illustrates the important influence the width of the gray region has on sample

size.

Close the dialog box.
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Goal: To demonstrate the effect of changing the hot-spot size on the number of
samples required.

To make your screen look like Figure 13 below:

e From the main menu select Sampling Goals—Locating a Hot
Spot—Systematic grid sampling—Minimize number of samples ... A
dialog box will appear labeled Find Hot Spot with Minimum Number of
Samples.

e (lick the Hot Spot tab.

e For Shape (0.1 — 1.0) enter 0.8. (This command sets the assumed shape of
the hot spot. A perfect circle has a shape of 1.0, a Shape = 0.8 ellipse has a
minor-to-major axis ratio of 0.8.)

e Enter 20.0 for the Length of Semi-Major Axis in Feet.

e Click the Find Grid tab within the dialog box and select Triangular as the Grid
Type.

e Enter 95% for Probability of Hit.

e Click Apply. Your screen will look similar to Figure 13.

e (lick the Close button on the Find Grid dialog box.

i Misual Sample Plan - _|_|- (= il
@ Fle Map Edit Samplng Goals Tocls Cptons Wiew Window Help =
‘ Bl [aicyees ~ ] [Aises ~] |

Dicl=la|g] 2 x|4 o FlEmEE 2@l s el 2olohsl

One Acre Field
Phase 1

%+ Find Hotspot with Minimum Number of x|

Find Grid |HD(SpDI| Costs |

For Help, highlight an item and press F1

Probability of Hit: |25-00 2%

Grid Type
 Sguare

o j%ﬁngu\ar
" Rectangular

Length of grid sicle: 33.568191 Feet hd

¥ Rancom Start

In arder to have a 95% probability of locating an elliptical hot spat
with & semi-major axis of 20 feet and a height to width ratio of 0.8
oriented at an unknown angle using atriangular gric, you need a
maxirmurm spacing of 33 5682 feet. This spacing will resultin the
fewest number of samples. Far an area of 43560 feet™2, this will
require approximately 45 samples.

Close | 07 f==]] | Apply I Help

For Help, press F1 F=2oF 67 T=7/3.0 T T

T
istart| | & € @E$D | G| Ao [y @ | $SSEEHCOBLDPE 11524

Figure 13. Hot-spot sampling design
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Goal: To illustrate how to get sampling cost information with hot-spot sampling.

e From the main menu select Window—Quad Window.

e Maximize the report view in the lower, left corner of the screen.

e From the main menu select Sampling Goals—Locating a Hot
Spot—Systematic grid sampling—>Minimize hot spot size ...

e Click the Costs tab and enter the following values:
e Fixed Planning and Validation Cost $2000.00
e Field Collection Cost per Sample ~ $25.00
e Analytical Cost per Analysis $200.00

e Click Apply. Click Apply several times. Note the SUMMARY OF SAMPLING
DESIGN table; the entry “Number of samples on map” varies slightly, depending on
the starting point of the sampling grid.

e Note the “Total cost of sampling” is listed as $12125.00.

¢ You can scroll the report window and see a large amount of information relating to
the current sampling design.

e Click the Close button on the Find Grid Size dialog box.

G-EindHoLSeCR = SUMMARY OF SAMPLING DESIGN

Primary Objective of Design Detect the presence of a hot spot
with a given size and shape

Grid |Fmd HotSpot  Costs |

Total Area to Sample I 43560 IFeet”E LI

Sampling Costs

Fixed Planning and Yalidation Cost § lm Type UT- Samp\ing DBSigﬂ HUt Sth
Field Collection Costper Sample: § [ 2500 Sample Placement {Location) Systernatic (Hot Spot) with a random start location
Analyiical CostperAnalysis: $ | 20000, in the Field
Fortotal cost sea the Fepart View Formula for calculating Zinger and Wickman alganithrm

number of sampling locations

Calculated total number of samples |45

Nurnher of samples on map ® 40

Number of sslected samale areas ®

Satmpling ares © 4356000 1
Size of grid / Area of grid el ? 395682 ft /975,958
Grid pattemn Triangle

[ oo | oo | amy | Hele || [Total cost of sampling® 1212800

Figure 13. Hot-spot sampling example

Page 16 of 25



Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Goal: To develop a sampling plan with a limited budget.

To make your screen look like Figure 14 below:

e From the main menu select Sampling Goals—Locating a Hot
Spot—Systematic grid sampling—Predetermined fixed cost ...

e From the Find Cost tab, enter the Total Cost as $10000.00

e Verify that the Grid Type is still Triangular.

e The inputs under the Hot Spot and Costs tabs should default to the previous
values. For example, the Length of Semi-Major Axis should still be 20.0 ft.

e Click Apply. Note (in the enlarged report window in the lower left-hand window of
the Quad Window) that by fixing the total survey cost and the sample cost, we
have reduced the number of samples to 35. However, the probability of hitting a hot
spot has been reduced to about 80%.

- Misual Sample Plan - VS _I_I- = il
File Map Edit Sampling Goals Tools Options  View Window Help

B [aicees ~ ] [Blges ~| |

Dile|@|@| |4 | EeiEimE ¢ el olo) o)

EIR |2 vsawios ol

One Acre Field Hotspot Sampling of 43560 Feet*2
Phase 1 20.00 foot elliptical (0.80) hotspot

. + + . + . + 2 Find Grid Size Based on Cost
[Avsamplo: (=[] § . FindCast | Hotspot| Caets |
[aTe arso provges. LI 2
= ForHelp, highlight &n item and press F1
SUMMARY OF SAMPLING DESIGN g Total Cost ¢ [10000.00 S | %
otal Cos amples
Prirary Objective of Design Detect the presence of a hot spot J =
with & given size and shape = Girid Type
Type of Sampling Design Hot spot € Souare
Sar;:p\; F;\dacamem (Location) Systemnatic (Hot Spot) with a random start | b @ Triangular
inthe Fie  Rectangular
Forrmula for calculating Singer and Wickman algorithrm
nurmber of sampling locations
Calculated total number of samples |35 Length of grid side: 37905138 m
d ee - L
Nurnber of samples on map @ 35 E J
Murnber of selected sample areas by r
Sampling area ° 43560.00 £ Ar ¥ Random Start ]
Size of grid £ Area of grid cell ® 37.9092 f / 1244 57 # ;
Grid pattern Triangle - ltis pussib% to take 35 samples given your costs and a budget of
— $10000.00. Dividing & sample area of 43560 feet”2 into 35 triangles
Total cost of sampling $9875.00 results in & 37.9092 foattriangular grid. Using this arid, an elliptical
| hot spotwith & semi-major axis of 20 feetand & height to width ratio
2 This number may differ from the calculated number because of 1) grid edge LI of 0.8 oriented at an unknown angle can be found with & probability |
= = : == = : © of80.1883%. R
For Help, press F1 r

istart| | & & @EFE | E. | B Ao [y @ | [ $SETHCO02%5E 120
Figure 14. Hot-spot sampling option, “Predetermined Fixed Cost”

Although the sampling cost has been reduced to within the goal of $10,000, the 80%
chance of detecting a hot spot may not meet our objectives. The next exercise will
illustrate how to use the graph to compare sampling cost to the probability of hot-spot
detection.
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Goal: To see the graph view with probability of finding a hot spot vs. sampling cost.

e Enlarge the graph to fill the screen by clicking on its Maximize button. There is no
need to close the dialog box at this point, but you may want to drag it off to one side.
e From the main menu select Options—Graph—Display Cost. Note that the
X-axis variable has changed from “Number of Samples using a triangular grid” to
“Sampling Cost using a triangular grid”. Also note that by moving the black line
along the red curve, one can see the sampling cost for a probability of hit in the
status box near the lower-right corner of the screen.

i Nisual Sample Plan - [VSa =15 x|
W) Fle Map Edt Samping Goals Tools Optiors View Window Help _ |3 x|

‘ B [aicydes ~ | [aises ~] |
Dielglas] =4 | EleimmEE ol smm el oo

Hotspot Sampling of 43560 Feet?2
100 20.00 foot elliptical (0.80) hotspot
- :
=
(o
2 60
£
E
% ;
S 40 ks
E i
2
20
U$2I"(I‘I‘I‘I$‘:;I‘(\‘I‘\'I$‘4\l"(l‘\'I'\$'5\P'(\'I'\‘I$'6\l‘(l'\‘I‘\$‘7|kl‘l'l‘l$;3\|‘(\'\‘\'\$‘9\P'(\‘\'\‘\$'1|0‘I(\'I‘\‘$‘11K
Sampling cost using a triangular grid

For Help, press F1 [¥=$10804.56 ¥=87 59

lstart| | EP MEGE® 1 || B, | Hhrep| 4. |E:]o |[E8v... &F... |§$%@uoﬂ£q¢§uﬂ 12:20 PM

Figure 15. Hot-spot sampling example showing sampling cost on X-axis

In Figure 15, the status box shows that the cursor is at a sampling cost of $10,804.56 vs. a
probability of hot-spot detection of 87.59%. Move the cursor and note the changes in the
status box.

The dotted blue line goes vertically from the sampling cost that came within our budget
of $10,000 ($9,875 actually selected by VSP) and then horizontally to the corresponding
hot-spot detection probability of 80%.

For more information on the hot-spot problem, see Statistical Methods for Environmental
Pollution Monitoring (Gilbert 1987, pp. 119-131).

Page 18 of 25



Visual Sample Plan Training Course
05 — VSP 2.0 Introductory Exercises

Presented by Bechtel Hanford, Inc.
Environmental Restoration Contractor

Goal: To find the largest circular area that could be missed by a given systematic
orid sampling design.

To make your screen look like Figure 16 below:

Click the Close button in the Find Grid Size Based on Cost dialog box.

Select the map view using View—Map.

From the main menu select Tools—Largest Unsampled Spot—Find...

Enter an Accuracy of 1.0 feet.

Leave the two check boxes at their default values.

Click OK. A dialog box will appear indicating that the largest potential circular area
has a radius of about 22 Feet and an area of about 1,500 Feet”. These values will vary
depending on the current grid.

e Click OK to close the box giving the Radius and Area information.

i Nisual Sample Plan - [VSa =15 x|
W) Fle Map Edt Samping Goals Tools Optiors View Window Help _ |3 x|

‘ Bl [aicydes ~ | [arses ~] |
DlslElEs] 2 x4 o| FElonmz ol amEmn el ool

One Acre Field
Phase 1 %
+ .
VSample x|
Radius = 21,74 Feet
Area = 1484.36 Feet™2

For Help, press F1 [¥=867 ¥=192.67 [

lstart| | EP MEGE® 1 || B, | Hhrep| 4. |E:]o |[EBv.. @F.. | B HOOS%RE 1234

Figure 16. Largest potential unsampled circular area
The colored circle is the largest circle of contaminant that could be missed with the

current sampling design. Note that no probability is associated with this tool. It simply
finds the largest circle that fits between the current sampling locations.
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Goal: To stratify a one-acre field for more efficient sampling.

To make your screen look like Figure 17 below:

e Close the project using File—Close Project. Respond No to the query Save
changes to VSampl2? (Visual Sample Plan automatically numbers your projects
as you open them. Thus you may have a VSampl3 or more at this point.)

e (Note: Visual Sample Plan supports a stratified random sampling design for
determining the global average for a number of strata. However, our goal here is to
divide a site into a number of smaller areas, each of which will be individually
examined. The following example illustrates this subdivision approach.)

e From the main menu select File—>New Project.

e Click the Maximize button (or double click title bar) to maximize initial window.

e From the main menu select Map—Set Map Extents. Set map extents as follows:

Minimum X: -100 Minimum Y: -100
Maximum X: 300 Maximum Y: 200
Use default Units: Feet

Click OK

¢ Divide the one-acre field into two subsections as follows:

e From the main menu select Map—Draw Rectangle.

e Using the keyboard, enter the coordinates of opposite corners of the first
rectangular subsection (note that these entered coordinates appear in the status bar
at the bottom of the screen): First type (note commas):

0,0 <enter>
then
75,165 <enter>

e Set the color of this subsection to dark blue using main menu option
Edit—>Sample Areas—Change Colors.

o Deselect this subsection by left-clicking on it.

e Start the second stratum by selecting Map—Draw Rectangle.

e Using the keyboard, enter the coordinates of opposite corners of the second
rectangular subsection (note that these entered coordinates appear in the bar at the
bottom of the screen): First type (note commas):

75,0 <enter>
then
264,165 <enter>

e Set the color of this subsection to light green using main menu option
Edit—>Sample Areas—Change Colors.

e Add a title: From the main menu select Edit—>Titles»>Text ...; type in One
Acre Field for the Title and Two Strata for the SubTitle. Click OK.

¢ You should now have a sampling area divided into two subsections. Each
subsection, strata, can now be treated separately.
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The next sampling design will only apply to the right subsection in green. (Be sure

the left subsection in blue is not selected by left-clicking on it if necessary.)

From the main menu select Sampling Goals—Compare Average to
Fixed Threshold—Can assume data will be normally
distributed—Simple random sampling ...

A True Mean vs. Action Level dialog box will appear.

Select the Grid tab and select Triangular grid type
Select the One-Sample t-test tab. Be sure that it contains the following
values:

e Null Hypothesis True Mean >= Action Level
e False Rejection Rate (Alpha) 5.0%

e False Acceptance Rate (Beta) 10.0%

e Width of Gray Region 1

e Action Level 6

o Estimated Standard Deviation 1.2

Click Apply. This should leave a sparse triangular sampling grid with 14 points
in the right-hand subsection.

Left-click within the right-hand, green subsection to deselect it (remove color).
Left-click within the left-hand, blue subsection to select it. The selected sampling
area should now be colored blue.

Be sure that the variables are set to the following values, noting that the standard
deviation is now 2.4, i.e., twice as large as above:

e False Rejection Rate (Alpha) 5.0%
o False Acceptance Rate (Beta) 20.0%
e Width of Gray Regionl
e Action Level 6
o Estimated Standard Deviation 2.4
e Click Apply. This should create a denser triangular sampling grid in the blue
subsection.

e Left-click in the right-hand subsection to display it as well. Your screen should now
closely resemble Figure 17.
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Figure 17. Example of subdivided sampling area

e Close the project using File—Close Project. Respond No to the query Save
changes to Vsampl3?
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Goal: To create a map of room surfaces (MARSSIM Room) that can be used for
developing a sampling plan suitable for the Wilcoxon Rank Sum Test.

To make your screen look like Figure 18 below:

e From the main menu select File—New Project.
e Click the Maximize button (or double click title bar) to maximize initial window.

e From the main menu select Map—Draw MARSSIM Room.

e Using the keyboard, type in the following dimensions (use x this time instead of
comma):
60x50x40 <enter>

e A dialog box will appear with the question Include ceiling? Click Yes.

e Seclect the Zoom Out icon. Click twice on the MARSSIM room to reduce its
size. Deselect the Zoom Out icon.

e Remove the titles: From the main menu select Edit>Titles—>Text ...; delete the
existing title and sub-title; click OK.

e From the main menu select Sampling Goals—>Compare Average to
Reference Average—Data not required to be normally
distributed—>Systematic grid sampling (MARSSIM WRS test) ...

e A dialog box will appear labeled True Mean or Median vs.
Background Level.
e Select the tab Grid tab and choose Square as the grid type.
e Select the tab MARSSIM WRS Test. Be sure the list of parameters
contains the following values:
e Null Hypothesis Difference of True Means or Medians >= Action Level

o False Acceptance Rate (Alpha) 5.0%
o False Rejection Rate (Beta) 5.0%
e Width of Gray Region 2

e Specified Diff. of True Means or Medians [Action Level] 5

o Estimated Standard Deviation 2

e Click Apply. This should leave a sampling grid with 33 sampling points.
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Figure 18. MARSSIM WRS Test dialog and room with square grid

Close VSP using File—>EXit.
Click No to the query Save Changes to Vsampl4?

Goal: To gain more information about VSP.

For more specific information on VSP 2.0, see the Visual Sample Plan Version 2.0
User’s Guide (Hassig, Wilson, Gilbert, Carlson, O’Brien, Pulsipher, McKinstry, and
Bates 2002). It is available in PDF format at http://dqo.pnl.gov/VSP.

For background on the DQO and DQA process, see Guidance for the Data Quality
Objectives Process (EPA 2000a) and Guidance for Data Quality Assessment (EPA
2000b). These documents are available in PDF format at
http://www.epa.gov/qualityl/qa_docs.html.

VSP 1.0 uses the Multi-Agency Radiation Survey and Site Investigation Manual

(MARSSIM) (EPA 1997) document as the basis for MARSSIM calculations. Newer versions

of MARSSIM in PDF format are available at
http://www.epa.gov/radiation/marssim/obtain.htm.
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	Goal:  To select the .dxf map file that you want to open.
	To make your screen look like Figure 1 below:
	From Start(Programs(Visual Sample Plan, open Visual Sample Plan.
	
	Or


	Goal:  To open the selected .dxf map file and prepare to select a specific area within the map.
	Goal:  To finish selecting a specific area within the map.
	Figure 5.  Example of the Quad Window
	If you choose, each window can be resized for better visibility.  For example, place your cursor between the map window and the report window on the left side of the screen.  The normal arrow cursor will change to a vertical double-headed arrow that can
	From the main menu select View(Map.
	Goal:  To learn how to change sampling costs for the Wilcoxon Signed Rank systematic grid sampling design above.
	Goal:  To learn how to export the coordinates of a sampling design to a .txt file.
	Goal:  To open a new project, to draw a rectangle with specific dimensions, and then to create a sampling design suitable for a one sample t-test.
	Goal:  To demonstrate the effect of changing the hot-spot size on the number of samples required.
	
	
	To make your screen look like Figure 13 below:



	Figure 13.  Hot-spot sampling design�Goal:  To illustrate how to get sampling cost information with hot-spot sampling.
	Goal:  To develop a sampling plan with a limited budget.
	Goal:  To stratify a one-acre field for more efficient sampling.

